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AUTOMATIC SYSTEMS N’ACCEPTE AUCUNE RESPONSABILITE EN CE QUI CONCERNE LE PLACEMENT

ET LA LOCALISATION DES PORTILLONS OPTIQUES. IL EST DE LA REPONSABILITE DE L'ACHETEUR

DE DEFINIR LA POSITION, LA DISPOSITION DES EQUIPEMENTS AINSI QUE DE VALIDER LA CONFORMITE
AUX CODES DU BATIMENTS ET AUTRES CODES, LOIS ET REGLEMENTS APPLICABLES.

AUTOMATIC SYSTEMS SE RESERVE LE DROIT D'ANNULER LA GARANTIE S| LINSTALLATION N'EST PAS
REALISEE PAR UN INSTALLATEUR QUALIFIE SELON LES INSTRUCTIONS DU FABRICANT.

— Position the template according to the direction of entry.

— 4 cable entry points are available (max. @1/2" [12,7 mm]).
— Mark pomfs@omd@,os well as X=X axis.

— FRotate the template around the X=X axis.

— Position the template according to po/mfs.

— Mark points ‘

POWER SUPPLY:

Single phase 120V — 2x 12 AWG cable (as per local electrical code)
Recommended PVC tube dimension for power supply cable: @ 1,/2 in [12,7 mm]
CONTROL CABLE:

Shielded control cable

Recommended PVC tube dimension for control cable: @ 1,/2 in [12,7 mm]

ALL CABLES TO BE SUPPLIED WITH A MINIMUM 10 ft [3 m] FREE TAIL.
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TITRE TRS370 — INSTALLATION WITH TEMPLATE.

AUTOMATIC SYSTEMS MAKES NO REPRESENTATION AS TO THE PROPER POSITIONING OF THE
SECURITY ENTRANCE LANES AT THE INSTALLATION LOCATION. ESTABLISHING THE LAYOUT AND
PLACEMENT OF THE UNIT(S) AND DETERMINING COMPLIANCE WITH THE APPLICABLE BUILDING
CODES, OTHER CODES, LAWS AND REGULATIONS IS THE SOLE RESPONSIBILITY OF THE
PURCHASER. INSTALLATION MUST BE PERFORMED BY A QUALIFIED INSTALLER FOLLOWING

MANUFACTURER’S INSTRUCTIONS, OTHERWISE AUTOMATIC SYSTEMS' WARRANTIES MAY BE VOID
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